
PIPETTE SELECTION GUIDE
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THROUGHPUT COMFORTBENEFITSDESCRIPTION
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• Performance and Comfort
• Secure Pipetting
• Fully Autoclavable
• Models Equipped with 

V-rings Fit Most Tip Brands

PIPETMAN® M
PIPETMAN® M 
Connected

PIPETMAN® M
PIPETMAN® M 
Connected

PIPETMAN® L

PIPETMAN® L

PIPETMAN®

MICROMAN ® E

PLATEMASTER ®

PIPETMAX ®

PIPETMAN®

• Ease-of-Use
• On-Target Performance

• PIPETMAN® M Connected 
Makes Manual Processes 
Verifiable

• Reliable Results
• Built-to-Last
• Easy Pipetting and 

Handling

• Reliable Results Even with 
Non-Aqueous Liquids

• Overall Protection
• Designed with Comfort 

in Mind

• Save Time and Increase 
your Productivity

• Simplifies Sample Prep
• Convenient for any 

Microplate Application

• Upgrade to Automation 
for Reliable, Accurate Pipetting

• Free Yourself from Tedious 
Sample Prep Work

• Stay Flexible—for Now and 
for the Future

• PIPETMAN® Inside

• Ease-of-Use
• On-Target Performance
• PIPETMAN® M Connected 

Makes Manual Processes 
Verifiable

Low to Medium
L— M — H

L— M — H

High
L— M — H

High
L— M — H

Medium to High
L— M — H

Medium to High
L— M — H

Medium to High
L— M — H

Low to Medium
L—M— H

• Performance and Comfort
• Secure Pipetting
• Fully Autoclavable

• Technical and 
Functional Choices

• Ergonomic Design
• Personalizable 
• Fully Autoclavable

MyPIPETMAN®

MyPIPETMAN®

Low to Medium

• Reliable Results
• Built-to-Last
• Easy Pipetting and 

Handling

Medium to High
L— M — H

Medium to High
L— M — H

Medium to High
L— M — H

• Technical and Functional 
Choices

• Ergonomic Design
• Personalizable 
• Fully Autoclavable


